
ULcUL Standard 
 Leader in LED Lighting



Certificates

Company
             DE Lighting is a leader in the development, production and marketing of high quality, energy-efficient LED 

lighting products such as panel lights, tube lights(T8),bulbs, high bay lights and street lights. 

           Most of our products are produced in ISO 9001 certified facilities with ULcUL, FCC and DLC  certifications. 

Stringent quality control standards are maintained using well equipped LED Lab, IES test room and automatic 

aging equipment.

             

             Please refer to www.de-lightingcanada.com or www.de-lightingusa.com for additional product and company 

information.  



Production  >>



620603mm

6
0

3
m

m

01  <<

Model

Input  Voltage

Power (W) 5%

Frequency

CCT/Specified

CRI

Luminous Efficiency (lm/w)

Luminous Flux (lm)

Beam  Angle  (degrees)

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Warranty         

KNMB-22-36X KNMB-22-45X

AC100-277V AC100-277V

36W 45W

50/60Hz 50/60Hz

4000K-6500K 4000K-6500K

90lm/w 90lm/w

3000lm 3800lm

>0.9 >0.9

2016 2016

603x603x10mm603x603x10mm

685*200*705mm(4pcs/CTN) 685*200*705mm(4pcs/CTN)

19.6kg 19.6kg

IP40 IP40

Function Dimmable Dimmable

ULcUL/DLC/FCC ULcUL/DLC/FCC

30,000 hours 30,000 hours

5 years5 years

120120

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

80 80

10mm

 

 

 

 

 

 

 

 

High efficiency meaning low power consumption

Very bright even in high ceiling areas

High end extra long life LED and electronic driver 

No UV or IR radiations

Environment-friendly (no mercury)

Instant light with low running temperature

Excellent CRI

Dimmable, color temperature & brightness adjustable models also available

LED Panel Light
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Model

Input  Voltage

Power (W) 5%

Frequency

CCT/Specified

CRI

Luminous Efficiency (lm/w)

Luminous Flux (lm)

Beam  Angle  (degrees)

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Warranty         

AC100-277V

50/60Hz

4000K-6500K

90lm/w

3800lm

>0.9

2016

IP40

Function Dimmable

ULcUL/DLC/FCC

30,000 hours

5 years

KNMB-14-45X

45W

1280*405*220mm(4pcs/CTN)

20.6kg

120

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

80

10mm

2
9

8
m

m

1213mm
298x1213x10mm

 

 

 

 

 

 

 

 

High efficiency meaning low power consumption

Very bright even in high ceiling areas

High end extra long life LED and electronic driver 

No UV or IR radiations

Environment-friendly (no mercury)

Instant light with low running temperature

Excellent CRI

Dimmable, color temperature & brightness adjustable models also available

LED Panel Light
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Model

Input  Voltage

Power (W) 5%

Frequency

CCT/Specified

CRI

Luminous Efficiency (lm/w)

Luminous Flux (lm)

Beam  Angle  (degrees)

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Warranty         

AC100-277V

50/60Hz

4000K-6500K

90lm/w

>0.9

2016

IP40

Function Dimmable

ULcUL/DLC/FCC

30,000 hours

5 years

KNMB-24-72X

72W

6000lm

1325*200*670mm(4pcs/CTN)

41.2kg

120

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

80

10mm
603x1213x10mm

 

 

 

 

 

 

 

 

High efficiency meaning low power consumption

Very bright even in high ceiling areas

High end extra long life LED and electronic driver 

No UV or IR radiations

Environment-friendly (no mercury)

Instant light with low running temperature

Excellent CRI

Dimmable, color temperature & brightness adjustable models also available

LED Panel Light



T8-600-QS T8-1200-QSModel

Notice

Input  Voltage

Power (W) 5%

Frequency

CCT/Specified

CRI

Luminous Efficiency (lm/w)

Luminous Flux (lm)

Beam  Angle  (degrees)

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Warranty         

AC100-277V AC100-277V

9W 18W

50/60Hz 50/60Hz

2700K-6500K 2700K-6500K

80 80

100lm/w 100lm/w

900 lm 1800 lm

120 120

90 90

2835 2835

L587* 25.4mm L1197* 25.4mm

680*230*220mm/30pcs 1280*230*220mm/30pcs

Net Weight 0.155KG 0.284KG

7.811KG 14.212KG

IP40 IP40

Non- dimmableFunction

ULcUL

30,000 hours

3 years

ULcUL

30,000 hours

3 years

04  <<

Non- dimmable

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

one side or two sides power input, compatible with inductive ballast;

Installation Guide

Mains Off  

Install the LEDtube

1

EM ballast based system

6

Turn on mains

76

Remove all existing FLUORESCENT TUBES from luminaire

2 2
2

2

Remove all existing STARTERS 

from luminaire 

4

3

LED Tube Light



T8-600-DD T8-1200-DD T8-1500-DDModel

Notice

Input  Voltage

Power (W) 5%

Frequency

CCT/Specified

CRI

Luminous Efficiency (lm/w)

Luminous Flux (lm)

Beam  Angle  (degrees)

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Warranty         

AC100-277V AC100-277V AC100-277V

9W 18W 24W

50/60Hz 50/60Hz 50/60Hz

2700K-6500K 2700K-6500K 2700K-6500K

80 80 80

100 lm/w 100 lm/w 100 lm/w

900 lm 1800 lm 2400 lm

120 120 120

90 90 90

2835 2835 2835

L587* 25.4mm L1197* 25.4mm L1498* 25.4mm

680*230*220mm/30pcs 1280*230*220mm/30pcs 1580*230*230mm/30pcs

Net Weight 0.175KG 0.315KG 0.439KG

8.381KG 15.142KG 21.372KG

IP40 IP40 IP40

Function

ULcUL/DLC

30,000 hours 30,000 hours 30,000 hours

5 years 5 years 3 years

05  <<

ULcUL/DLC ULcUL

Non- dimmable Non- dimmable Non- dimmable

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

one side power input;

 Power savings of 80% - 90% than fluorescent tubes

 Low lighting decay

 Bright SMD LEDs

 Environment-friendly (no mercury)

 No reflectors or accessories required

LED Tube Light



T8-600-SD T8-1200-SDModel

Notice

Input  Voltage

Power (W) 5%

Frequency

CCT/Specified

CRI

Luminous Efficiency (lm/w)

Luminous Flux (lm)

Beam  Angle  (degrees)

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Warranty         

AC100-277V AC100-277V

9W 18W

50/60Hz 50/60Hz

2700K-6500K 2700K-6500K

80 80

100 lm/w 100 lm/w

900 lm 1800 lm

120 120

90 90

2835 2835

L587* 25.4mm L1197* 25.4mm

680*230*220mm/30pcs 1280*230*220mm/30pcs

Net Weight 0.232KG 0.406KG

10.091KG 17.872KG

IP40 IP40

Function

ULcUL ULcUL

30,000 hours 30,000 hours

3 years 3 years
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Non- dimmable Non- dimmable

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

one side or two sides power input,compatible with electronic ballast;

 Power savings of 80% - 90% than fluorescent tubes

 Low lighting decay

 Bright SMD LEDs

 Environment-friendly (no mercury)

 No reflectors or accessories required

LED Tube Light



LED Street Light

Warranty         

DE-SLD-2-080M-XX DE-SLD-3-120M-XX DE-SLD-4-160M-XX

AC100-277V AC100-277V AC100-277V

120W  Driver A 135W  Driver B 160W  Driver A 180W  Driver B

50/60Hz 50/60Hz 50/60Hz

2700K-6500K 2700K-6500K 2700K-6500K

155 /80

0.95 0.95 0.95

613*340.5*183.5mm 706*340.5*183.5mm 798*340.5*183.5mm

720*435*290mm/1pcs 810*435*290mm/1pcs 900*435*290mm/1pcs

9.65kg 10.75kg 13.4kg

11.4kg 12.5kg 15.3kg

IP66 IP66 IP66

-40 --+50 -40 --+50 -40 --+50

Dimmable Dimmable Dimmable

ULcUL/DLC/FCC

30,000 hours

5 years

ULcUL/DLC/FCC

30,000 hours

5 years

ULcUL/DLC/FCC

30,000 hours

5 years

155 /80 155 /80

07  <<www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

106lm/w 110lm/w 115lm/w 120lm/w 125lm/w 125lm/w

8480lm 9900lm 13800lm 16200lm 20000lm 22500lm

70 or 8070 or 8070 or 80

Model

Input  Voltage

Power (W) 5%

Frequency

CCT/Specified

CRI

Luminous Efficiency (lm/w)

Luminous Flux (lm)

Beam  Angle  (degrees)

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Function

Unit Weight

Working temperature

Epistar/Philips/Cree or specified Epistar/Philips/Cree or specified Epistar/Philips/Cree or specified

Driver A: Lifud brand    Driver B:Meanwell brand 

80W   Driver A 90W   Driver B



Model

Input  Voltage

Frequency

CCT/Specified

CRI

Power  Factor

LED  Chips

Unit  Size  (mm)

Package  Size

Gross  Weight 

Protection  Level

Certificates

Lifespan 

Warranty         

Function

Unit Weight

DE-BYD-2-080M-XX DE-BYD-3-120M-XX DE-BYD-4-160M-XX DE-BYD-5-200M-XX

AC100-277V AC100-277V AC100-277V AC100-277V

50/60Hz 50/60Hz 50/60Hz 50/60Hz

2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K

0.95 0.95 0.95 0.95

221*360*210mm 309*360*210mm 395*360*210mm 480*360*210mm

425*357*208mm/1pcs 425*406*208mm/1pcs 492*425*208mm/1pcs 580*433*208mm/1pcs

5.13kg 6.82kg 7.9kg 9.3kg

5.96kg 7.8kg 9kg 10.6kg

IP65 IP65 IP65 IP65

-40 --+50 -40 --+50 -40 --+50 -40 --+50

Dimmable

ULcUL/DLC/FCC

30,000 hours

5 years

Dimmable

ULcUL/DLC/FCC

30,000 hours

5 years

Dimmable

ULcUL/DLC/FCC

30,000 hours

5 years

Dimmable

ULcUL/DLC/FCC

30,000 hours

5 years

LED Flat High Bay

Working temperature

08  <<www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

Power (W) 5% 90W  Driver B  135W  Driver B 180W  Driver B 225W  Driver B80W  Driver A 120W  Driver A 160W  Driver A 200W  Driver A

Beam  Angle  (degrees) 40 90 40 90 40 90 40 90 40 90 40 90 40 90 40 90

Luminous Efficiency (lm/w)

Luminous Flux (lm)

104lm/w 113lm/w 110lm/w 120lm/w 100lm/w 112lm/w 115lm/w 125lm/w 106lm/w 116lm/w 115lm/w 125lm/w 106lm/w 116lm/w 115lm/w 125lm/w

8320lm 9040lm 9900lm 10800lm 12000lm 13440lm 15525lm 16875lm 16960lm 18560lm 20700lm 22500lm 21200lm 23200lm 25875lm 28125lm

70 or 8070 or 8070 or 8070 or 80

San'an/Epistar/Nichia/Cree or specifiedSan'an/Epistar/Nichia/Cree or specifiedSan'an/Epistar/Nichia/Cree or specifiedSan'an/Epistar/Nichia/Cree or specified

Driver A: Lifud brand    Driver B:Meanwell brand 
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Model

Input  Voltage

Power (W) 5%

Power  Factor

LED  Chips

AC100-277V AC100-277V

Frequency

CCT/Specified

CRI

50/60Hz 50/60Hz

2700K-6500K 2700K-6500K

0.95

DE-BYB-0-100-XX DE-BYB-0-120-XX

100W  Driver A  120W  Driver A

0.95

Beam  Angle  (degrees) 45 90 120 45 90 120

Luminous Efficiency (lm/w)

Luminous Flux (lm)

80lm/w 87lm/w 90lm/w 79lm/w 86lm/w 90lm/w

8000lm 8700lm 9000lm 9480lm 10320lm 10800lm

Protection  Level

Certificates

Lifespan 

Warranty         

Function

IP65 IP65

-40 --+50 -40 --+50

Dimmable

ULcUL/FCC

30,000 hours

5 years

Dimmable

ULcUL/FCC

30,000 hours

5 years

320mmX 180mm 335mmX 180mm

Unit Weight(No reflector) 4.7kg 5.0kg

5.2kg 5.5kgUnit Weight(With reflector)

Package Size(No reflector)

Gross Weight(No reflector)

500*500*410mm/4pcs 500*500*425mm/4pcs

21.0kgs 21.8kgs

Size (With reflector) 370mmX557mm(45 ) 425mmX461mm(90 ) 381X420mm(120 )

Working temperature

Unit Size(No reflector)

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

70 or 8070 or 80

LED High Bay Light

San'an/Epistar/Nichia/Cree or specifiedSan'an/Epistar/Nichia/Cree or specified

Driver A: Lifud brand 



AC100-277V

IP65

-40 --+50

Dimmable

ULcUL/FCC

30,000 hours

5 years

DE-BYB-0-150-XX

150W  Driver B

0.95

460x460x262mm

7.7kg

340*340*330mm/1pcs

8.2kgs

AC100-277V

50/60Hz

2700K-6500K

50/60Hz

2700K-6500K

IP65

-40 --+50

Dimmable

ULcUL/FCC

30,000 hours

5 years

DE-BYB-0-200-XX

200W  Driver B 

0.95

460x460x280mm

8.9kg

340*340*330mm/1pcs

9.4kgs

10  <<

Beam  Angle  (degrees) 45 90 120 45 90 120

Luminous Efficiency (lm/w)

Luminous Flux (lm)

83lm/w 92lm/w 95lm/w 80lm/w 92lm/w 92lm/w

12450lm 13800lm 14250lm 16000lm 18400lm 18400lm

370mmX572mm(45 ) 425mmX476mm(90 ) 381X435mm(120 )

7.3kg 8.5kgUnit Weight(No reflector)

www.de-lightingcanada.com www.de-lightingusa.com www.de-lightings.com

70 or 8070 or 80

Model

Input  Voltage

Power (W) 5%

Power  Factor

LED  Chips

Protection  Level

Certificates

Lifespan 

Warranty         

Function

working tempt.

Frequency

CCT/Specified

CRI

Unit Size(No reflector)

Size (With reflector)

Unit Weight(With reflector)

Package Size(No reflector)

Gross Weight(No reflector)

LED High Bay Light

San'an/Epistar/Nichia/Cree or specifiedSan'an/Epistar/Nichia/Cree or specified

   Driver B:Meanwell brand 



Professional 
LED Lighting Service

Creative Design

DE LIGHTING INC.
Address: 4615 Burgoyne St., Mississauga, ON L4W 1G3, Canada
Office: 905-282-9242; 
Direct: 647-388-2750; 647-529-7340; 
Fax: 905-282-9262; 
E-mail: hasan.r@de-lightingcanada.com; abul.h@de-lightingcanada.com
Http://www.de-lightingcanada.com; www.de-lightingusa.com 

HANGHZOU DE LIGHTING CO.,LTD
Address:Yuhang Economic Development Zone,Hangzhou,China. P.R.C.:311100
Office: +86-571-89026609; 
Direct: +86-188-68728018; 
Fax: +86-571-89026606;
E-mail: zwb2908@zzkino.com; ralph.z@de-lightingcanada.com
Http://www.zzkino.com;www.de-lightings.com; www.de-lightings.com.cn; www.de-lightings.cn 
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